
ACEA E6/E7/E9, API CI-4, MAN 3477, MB 228.51, MTU Type 3.1, VOLVO VDS-3, RENAULT VI RXD/RGD, CATERPILLAR ECF-1a, 

DQC III-05

D1 EURO

ULTRA HIGH PERFORMANCE

EURO 4 ENGINE OIL

DESCRIPTION

D1 EURO is a premium quality mid SAPS ,100% synthetic technology High Performance Diesel engine oil, designed to comply with

the latest Original Equipment Manufacturers requirements such as Mercedes-Benz 228.5/228.51 and ACEA E6. It is manufactured

using selected non conventional base oils and high performance additives that provide the highest level of wear protection, high

temperature viscosity retention and excellent volatility control. D1 EURO has demonstrated superior performance compared to

conventional diesel oils. It is suitable for use at maximum oil drain service intervals recommended by engine manufacturers.

APPLICATIONS

D1 EURO is particularly suited for use in Daimler Chrysler and MAN Euro IV 4-stroke diesel engines fitted with diesel particulate traps

(and other exhaust after-treatment devices) under all operating conditions. It is also recommended for all other types of low emissions

diesel engines EURO 1,2 & 3 European heavy duty engines fitted in heavy trucks, buses and off-high way contractor equipment that

operate under the most demanding conditions in all climates.

PROPERTIES - BENEFITS

PROPERTIES BENEFITS

100% synthetic technology. 
Reduced oil  consumption.

Wide range of temperature applications

Extremely stable viscosity index improver
High temperature viscosity retention ensures effective protection 

against wear.

Enhanced oxidation and thermal stability. Extended drain intervals  

Excellent alkalinity retention and soot handling ability.

High TBN reserve.

Superior engine cleanliness .

Extended oil drain intervals allow increased vehicle utilization.

Outstanding antiwear and antiscuffing properties
Improved protection against piston ring sticking.

Reduced bore polishing.

Mid SAPS additive technology 
Maximising particulate trap filter life

Reduces downtime 

PHYSICAL CHARACTERISTICS

D1 EURO ΜETHOD SAE 10W – 40

Density at 15°C, g/cm3 ASTM D1298 0,869

Dynamic viscosity, cP ASTM D5293 -25°C/6500

Viscosity, Kinematic, (cSt) 1000C ASTM D445 13,0

Viscosity, Kinematic, (cSt) 40 0 C ASTM D445 85,2

Viscosity index ASTM D2270 156

Flash point, COC, °C ASTM D92 220

Pour point , °C ASTM D97 -40

SPECIFICATIONS

The mentioned characteristics represent mean values


